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Always test patch the application and surface before commencing full contract. We believe the information on this product to be accurate. However, since we cannot anticipate 
or control the conditions under which this information or our products may be used, we cannot guarantee results obtained through their use. Tests of our products should be 
made by users to determine the suitability of these products for a specific purpose. The products are sold without warranty, either express or implied. The purchaser should 
refer to the CMYUK Price List for Terms and Conditions or Sale, Including Disclaimer of Warranties and Limitation of Liability. 

Advantages:
	▶ Easy to install
	▶ Easy to remove
	▶ PVC free
	▶ Residue free
	▶ perfect for window graphics

Recommendations:
	▶ Clean and dry the surface before application

Product Features and Performance Data

Material Polyester

Thickness

Film 190mic

Adhesive Silicone gel coating

Liner Clear film liner

Variance +/- 10%

Temperature ranges
Mimimum application temp +15°C

Service temperature +15°C to +30°C

Removability Up to 6 months under normal exposure conditions

Storage stability 1 year, stored at 21°C and 50% relative humidity

Dimensions 1370mm wide x 30m

Applications

Very smooth surfaces such as glass, metal and plastics

General information: White polyester film with a unique silicone gel adhesion coating.

Ink types Solvent | UV | UV Gel | Latex

UTACK/GEL/WHITE/1370X30/S/IGel Film White | Gel Film (PVC free)


